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@ EAST BOUND LANES

(10 EAST BOUND LANES
*¥STA., 315+495.89 TO STA. 323+29.95
*¥STA. 450+72.17 TO STA. 464+00 NOTES:
NOTES: ‘ % SEE PLAN SHEETS FOR EXISTING GUARDRAIL LOCATIONS
*%SEE PLAN SHEETS FOR EXISTING GUARDRAIL LOCATIONS ' FOR PROPOSED GUARDRAIL SEE THE GUARDRAIL SCHEDULE

FOR PROPOSED GUARDRAIL SEE THE GUARDRAIL SCHEDULE

EXISTING COMBINATION CONCRETE CURB AND GUTTER TYPE M6. 06
EXISTING COMBINATION CONCRETE CURB AND GUTTER TYPE Me6. 24

EXISTING BITUMINOUS SHOULDER 8"

EXISTING AGGREGATE SHOULDER 8"

EXISTING SUB-BASE GRANULAR MATERIAL, TYPE A, 4"
EXISTING BITUMINOUS BASE COURSE, 9”

BITUMINOUS SHOULDER SUPERPAVE (TONS)

PCC PAVEMENT 10"

EXISTING P.C.C. PAVEMENT 9" - 7" - 9"

EXISTING P.C.C. PAVEMENT 8"

EXISTING P.C.C. PAVEMENT 10"

EXISTING CONTINUOUSLY REINFORCED P.C.C. PAVEMENT 7"
EXISTING P.C.C. MEDIAN SURFACE 4"

EXISTING BITUMINOUS CONCRETE SURFACE COURSE
EXISTING STABILIZED SHOULDER 8"

EXISTING STABILIZED SHOULDER 11"

EXISTING STABILIZED SHOULDER 12"

EXISTING STABILIZED SUB-BASE 4”

EXISTING STABILIZED SHOULDER 14"

POLYMERIZED BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX. “E’, N105 1l/5"
POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, NI1O5 2 YVa"
BITUMINOUS SHOULDERS SUPERPAVE 8"

BITUMINOUS SURFACE REMOVAL 1Y

AGGREGATE SHOULDER, TYPE B, WEDGE

SUB-BASE GRANULAR MATERIAL, TYPE A 4”
EXCAVATING AND GRADING EXISTING SHOULDER
COMBINATION CURB AND GUTTER REMOVAL
CONCRETE MEDIAN SURFACE REMOVAL

BJOCICI0IOIOIONS,
@O ®G
RO ROR®®®

¢ ¢
FAP 331 (ILL. 13) | FAP 331 (ILL. 13)
WEST BOUND | EAST BOUND
LANES LANES
| |
| I
| I
| I
12" AND VAR. | 22" B 14’ AND VAR. _ 3 8’ N 14’ & VAR. _ VAR, 3 24’ . 10 _
|
20 4 1’ | 11’ R a2 2 A . 12 — 12° - 8’ .
| |
| |
|
! |
| _L5% e 157
- I;y: -2?r'7::1%T7 i I———— 6% MAX
| 7 oA R | ~
T f : B I N i ST - |
| e Y SN y I Y I i ] !
| - SSToTTIIIIIITYE I - T I R B R S
| | 14
@ 2| |® BC A
® B lee © @ © e
| @ ® | ®
|
|

@) WEST BOUND LANES @)
¥ STA. 412+60 TO STA. 419+65 EAST BOUND LANES
NOTES: | | STA. 364+31 TO STA. 372+59.72

EXISTING COMBINATION CURB AND GUTTER, TYPE
M4.24 AT STA. 412460 TO STA. 413455
BITUMINOUS INLAY FROM STA. 411+65 TO STA. 420+76.04 (WBL ONLY)
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